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產品特點：
H.264圖像壓縮格式
一鍵上網、雲服務
支持二維碼掃描
大功率陣列紅外燈設計
紅外距離15-20米可選，支持日夜轉換
實現錄影/預覽/回放，簡單方便，便於安裝
支持統一客戶端監控軟體、vMeye平臺等系統應用，支持多國語言
應用場所：適用於：金融、電信、政府、學校機構、超市等監控畫質要求高的場所。
產品參數：


	品型號
	FLY-IP610HJ1
	FLY-IP613HJ1
	FLY-IP620HJ1

	系統結構
	嵌入式RTOS設計，純硬壓縮，看門狗，雙核32位DSP

	傳 感 器
	1/4”OV 100萬CMOS感測器
	鎂光 1/3" CMOS,超低照度CMOS感測器
	1/2.7" SONY超低照度CMOS感測器

	視頻處理
	H.264視頻編碼，支持雙碼流，AVI格式；支持碼流0.1M-4Mpbs可調；支持幀率1-30幀/秒可調；

	圖像輸出
	主碼流1280*720；輔碼流　704*578
	主碼流1280*960；輔碼流　704*578
	主碼流1920*1080；輔碼流　704*578

	日夜轉換
	支持（選配IR-CUT）

	模擬視頻輸出
	選配

	報警輸入/輸出
	選配

	網路介面
	1個RJ45以太網介面，10/100Ｍ自適應

	紅外LED
	單陣列紅外燈

	紅外距離
	15-20米

	鏡    頭
	4mm/6mm/8mm

	光敏電阻
	1個光敏電阻介面，支持光敏電阻輸入信號與圖像，IR-CUT,紅外燈的聯動

	白平衡
	自動/手動

	抓圖功能
	支持JEPG抓圖

	電子局部放大
	支持

	快    門
	1/25秒至1/100.000秒

	最小照度
	彩色：0.6Lux@F1.2;黑色：0.08Lux@F1.2

	支持協議
	RTSP/FTP/PPPOE/DHCP/DDNS/NTP/UPnP等網路協議

	業務功能
	支持WEB配置,支持OSO,支持即時視頻傳輸，支持移動偵測和IO報警聯動，前端存儲，支持前端存儲回放/下載,支持移動偵測和IO報警後中心提醒和畫面彈出聯動

	ONVIF協議
	支持ONVIF 2.0v

	手機監控
	支持手機監控（iPhone/Windows Mobile/BlackBerry/Symbian/Android）

	雲臺控制
	選配

	網路介面
	選配

	3G無線介面
	選配

	WiFi無線
	選配

	MicroSD卡
	選配

	電源輸入
	DC 12V/1A

	工作溫度
	-10℃-55℃
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1MP
	FLY-IP610HS1
H.264 compression，P2P,cloud service
Support for two-dimensional code sanner
High power array infrared lamp design
Infrared distance:15meters/20 meters(optional)
Support day and night converting
Record/review/playback available，Simple and convenient to assemble
Support client remote control surveillance software and vMeye platform
Apply to:Financial,Supermarkets,Telecommunications,Government,schools
Airports,etc.



	Model No
	FLY-IP610HS1

	System Structure
	Embedded RTOS design,pure hard compression,watchdog,dual-core 32 bits DSP

	Sensor
	1/4” OV Megapixel CMOS sensor

	Video Processing
	H.264 video encoding,support dual-stream,AVI format,support stream 0.1M-4Mpbs adjustable,support frame rate 1-30/sec adjustable

	Image output
	Main stream 1280*72;Auxiliary stream 704*576

	Day and Night
	Support(IR-CUT optional)

	Analog  Video output
	Optional

	Alarm Input/Output
	Optional

	Net port
	1RJ45 ethernet interface,10/100M adaptive

	IR Led
	Single array

	IR distance
	15-20m

	Lens
	4mm

	Photoresister
	1 photoresister port,support photoresister input signal and image,IR-CUT,infrared lamps linkage

	White Balance
	Auto/Manual

	Grap function
	Support JPEG Grap

	Shutter
	1/25 Sec to 1/100.000 Sec

	Min illuminance
	Colorful:0.6Lux@F1.2;Black&white:0.08Lux@F1.2

	Support Agreement
	RTSP/FTP/PPPoE/DHCP/DDNS/NTP/UPnP,etc,web agreement

	Business Function
	Support WEB configuration,support OSD,support real-time video transmission,support motion detection and IO alarm linkage front end storage,support fornt-end storage palyback/download,support motion detection and IO alarm centre to remind and screen pop-up linkage.

	ONVIF Agreement
	Support

	Mobile Surveillance
	Support(iPhone/windows Mobile/BlackBerry/Symbian/Android)

	Net In
	Optional

	PTZ
	Optional

	3G In
	Optional

	Wifi In
	Optional

	Micro SD card
	Optional

	Power Input
	DC 12V/1A

	Working Temperature
	-10℃-55℃
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  2MP
	FLY-IP620HS1

H.264 image compression format
Main stream 1920 * 1080, sub-stream 704 * 576
High-power infrared lamp array design
Some models support up to 1080P output
IR distance 30 m / 50 m / 80 m optional
Some models support the ONVIF protocol support mobile phone monitoring
Automatic restart function, built-in watchdog has support day and night conversion
Applicable in high places: finance, telecommunications, government, schools, airports, supermarkets and other monitoring quality requirements


	Model No
	FLY-IP620HS1

	System Structure
	High performance Hi3516c processor`,Embedded RTOS design, pure hard compression, watchdog.

	Sensor
	1/2.7’’ SONY ultra low

	Video Processing
	H.264 video encoding, support dual-stream, AVI format,support stream 0.1M-6Mpbs adjustable,support frame rate 1-30/sec adjustable

	Image Output main stream
	1920x1080

	Image Output Auxiliary stream
	704x576

	Auto Iris
	Support CS mount lens, support DC drive auto-iris lens

	Day and Night
	Support (IR-CUT optional)

	Video output
	Optional

	Alarm Input/Output
	Optional

	Net port
	1 RJ45 ethernet interface, 10/100M adaptive

	IR Led
	1 array

	IR distance
	30~ 80m

	Lens
	4/6/8mm

	Photoresister
	1 photoresister port, support photoresister input signal and image,IRCUT, infrared lamps linkage

	White Balance
	Auto/Manual

	Grap fuction
	Support JPEG Grap

	Shutter
	1/25 Sec to 1/100.000 Sec

	Min Illuminance
	Colorful:0.01Lux@ F1.2  Black & white:0.001Lux@ F1.2

	Support Agreement
	RTSP/FTP/PPPOE/DHCP/DDNS/NTP/UPnP,etc, web agreement

	Business Function
	Support WEB configuration, support OSD, support real-time video
transmission, support motion detection and IO alarm linkage front end storage, support front-end storage playback/download, supportmotion detection and IO alarm centre to remind and screen pop-up linkage

	ONVIF Agreement
	Support

	Mobile Surveillance
	Support（iPhone、Windows Mobile、BlackBerry、Symbian、Android）

	Audio In
	Optional

	PTZ
	Optional

	Net port
	Optional

	3G In
	Optional

	WIFI In
	Optional

	Micro SD card
	Optional

	Poe supply
	Optional

	Power Input
	DC12V

	Working Temperature
	-10 ℃~55 ℃


	深圳龍佳威電子有限公司

	出口企業海關優先出口退稅產品，平安城市，軍隊，政府採購特供產品，   軍工級

	FLY（富萊)--2012大陸安防行業十大用戶信得過品牌      
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