
Zhejiang Heading Filter Material Co,. Ltd.
Filter e Material Expert

Heading’s idea

Heading’s living concepts：quality is lifeline
Heading’s concept of concepts： customer interest first

Heading’s concept of service ： after-sales follow up，fast，enthusiastic，empathy

Heading’s style：seriously，fast and keep promises
Heading’s criteria：no excuses，ensure to finish the task

Introduction
Zhejiang Heading Filter Material Co，.Ltd is a professional company devoted to research ＆ development，manufacture and service of various industrial filtration fabric products. We supply various of filtration fabric for different types of filtration condition, including needle felt, polyester needle felt, filter cloths, filter bags, dust bags, air slide, filter belt, plate and frame, recessed and  centrifugal filter press, filter screen and filtration accessories.

We have set up an R & D centre and service in Tiantai, Pingqiao Industrial Zone, and have been parts of the global organization through years of independent innovation. Heading filter’s main products is needle felt, filter clothes, and filter bags, which are wisely used in power plant ,cement, iron and steel smelting, waste incineration and chemical industry around the world,

The products of our company have been extensively sold in countries and areas including Europe, America, the Middle East, Southeast Asia , and we gain a good reputation in  both home and abroad markets.

Equipment
 Beautiful production environment, the advance production equipment , high-quality staff and management personnel, perfect production process control and the whole performance testing device.

Filter Cloth

Polyester dryer fabrics

Polyester Filter Fabrics Series

Polyester Filter Fabrics Series, which are made of polyester fibers (PET), can be divided into PET staple fabrics, PET long thread fabrics, and PET monofilament fabrics. These products possess the properties of strong acid-resistance, fair alkali-resistance, and operating temperature 130centidegree.

They can be widely used in pharmaceuticals, non=ferrous metals metallurgical and chemical industrial, in the equipments of frame filter presses , centrifuge filters, vacuum filters. The filtering precision can reach less than 5 microns.

Polypropylene Filter Fabrics Series
Polypropylene Fabrics Series, which are made of polypropylene fiber (PP), can be divided into PP staple fabrics, PP long thread fabrics, and PP monofilament fabrics. These products possess the properties of acid-resistance, alkali-resistance, small specific gravity, and the melting point is 142-146 centidegree, maximum operating temperature 90centidegree. They are mainly used in precision chemical , dye chemical, sugar, pharmaceutical, and alumina industry is the equipments of frame filter press, belt filters,  blend belt filters, disc filters, drum filters etc. The filter precision can reach less than 1 micron.

Polyamide Filter Fabrics Series
Polyamide Fabrics Series, which are made of polyamide fibers(PA), can be divided into PA long thread fabrics and monofilament fabrics. These products possess the properties of weak acid-resistance, high alkali-resistance, high mightiness, and the melting point is 215-250centidegree, maximum operating temperature 130centidegree.They can also be divided into PA6 series and PA66 series, and the later performs better. They are mainly used in the industries of chemical. Coal mining, building materials , and metallurgy in the equipments of strong alkali operating conditions, such as frame filter press, disc filters, and centrifuge filters. The filtering precision can reach less than 5 microns.

Temperature, normal temperature flue gas filtering products
Technology Characteristics in Normal Temperature

Laminated compound, grads counterchange

1. High porosity, good air permeability

2. High filtration efficiency, long service life

3. Anti-acid, anti-alkali(medial),chemical resistance

4. Good anti-abrasion

5. Good price quality

6. Moderate temperature grade (ordinary 120centidegree，few item above 150centidegree-160centidegree)

In the series of normal temperature filter media
1.The temperature resistance of PET is between 130centidegree and 150centidegree, PT felt is most widely applied . In addition to its special properties as other needle punched felt, it also has good anti-abrasion and better price efficient rate. 

2.The polypropylene needle felt has the lowest temperature resistance, with reasonable price and excellent hydrolysis resistance, anti-acid, anti-alkali, anti-abrasion , etc. And mainly applied to the low temperature and high humid conditions.

3.Temperature resistance of Acrylic needle felt is 140centidegree to 160centidegree, adopting imported filter, which has the best property of anti-acid, anti-alkali, hydrolysis resistance of medium temperature filter media.
Resistance to high temperature flue gas filtering products
PPS needle felt

PPS needle felt temperature is 190-210centidegree,which is the best filter medium for anti-oxidant, and applied in waste incinerator, electric station boiler, industry boiler and so on.

Metamax needle felt
Heading needle felt characteristics : high temperature (204-240) centidegree, anti-acid, anti-alkali, high filtration blow speed, low pressure drop, anti=break, and anti-abrasion , but it can be  easily hydrolyzed in the condition of high temperature,  which mostly aplplied in  pitch mix gas, blast furnace gas in steel factory, gas, tail gas of white char, kiln applicationgs, electric cooker high  temperature gas, etc

P84 needle felt (Polyimide)

P84 needle felt characteristics: high temperature resistance (260-300) centidegree, good chemistry resistance , good air permeability , high filtration efficiency, but the price if high. It mostly applied in cement kiln, easte incinerator, etc,

FNS compound Needle

FNS compound Needle Punched Felt, by adding the P74 mutli lobal fiber and other high temperature resisitant fiber on the cake side a greater filtration surface if achieved, minimizing the pressure  drop and improving the efficiency, working temperature (centidegree)≤250,short time working temperature(centidegree):270.
Glass fiber fiber needle felt

Glass fiber needle felt has high temperature resistance (240-260centidegree), low price compared with other high temperature fibers, and stable size, low shrinkage rate , high intensity, but it is crisp, which is applied in chemistry, steel factory, metallurgy, cement, etc.
Product use
Application domain

Water Treatment

Coating  And Paint

Medicine

Chemicals

Petroleum Products

Textile Chemicals

Printing Ink

Edible Oil

Metallic Process

Electroplating Liguid

Resin

……

Chemical and pharmaceutical

Pigments consist of small particles used for their coloring properties. Unlike dyes they have a very low solubility in water and organic colvents. Titanium dioxide, a white pigment is the most important pigment in term of producing qualities, there are two manufacturing processes for titanium dioxide, the sulfur, process and the chlorine process.

Iron and steel

In china and abroad, Heading filtration medium is widely recognized in iron and steel industry. Applied in coking, sintering, iron-making, steel-making and blast furnace flue gas processing.
Polyester Coated series and PPS dust bags used in gas control application.

Desulfuration and Filtration
Our products are widely applied into the power control and fume purification within industries such as the carbon black, steel metal, non=ferrous smelting, construction cement, industry power plant boliers and civil garbage combustion. We choose the quality fine felt to sewing into bag, and the automatical cutting machine increasing our delivery time. A full range of custom –manufactured filter bags in both woven and nonwoven filter media for all types of filter bag housing including pulse jet, mechanical shake and reverse flow cheaning system.

The experience of the pharmaceutical industry’s application

The application of pharmaceutical industry mainly includes pharmaceutical intermediates, medical materials, auxiliary enzymes, amino acids, antibiotics, solvent filtration, CIP filtration. Our pharmaceutical filtration products , including medical sheet frame bag, monofilament filter cloth , belt filter cloth, centrifuge bags, which are of good capability of anti-bacterial conditions and particle retention, The products are widely used in the centrifuge, rotary drum filter, filter press and other equipment in the centrifuge rotary drum filter, filer press and other equipment in the field of pharmaceutical industry, and has passed FDA standards.
Industrial waste water
Heading filter is a leading supplier of screens and micro-screens for prefiltration micro-acreening of industrial water. Our micro-screens can be easily regenerated and allow substantial reduction of the burden on second stage filters or membranes.

Within municipalities we can handle drinking water, purification of sewerage discharge and treatment of the sludge coming form the purification of fumes from incinerators.

ST
STYLES OF FILTER BAG MEDIA:
FELT: Available in polyester and polypropylene, felt is generally used when particle retention of 1-200 microns is required. Felt media provides three dimensional depth filtration, resulting in a much higher solids loading capacity over the equivalent area of mesh fabric.
MESH: NYLON MONOFILAMENT- A woven fabric with evenly spaced holes. Suitable for surface filtration only, monofilament consists of single untwisted thread. Bags are available in 25-800 microns.
POLYESTER MULTIFILAMENT- Also suitable for surface filtration, this low cost, disposable fabric consists of many smaller diameter threads twisted together. Available in 100-800

Air slide Fabric
Air slide fabric

This air permeable fabrics is used for pneumatic conveyors of bulk material,. It is an indispensable part of cement plant, chemical industry, metallurgical industry, dense systems, air / fluid slides bulk cement tank trucks, ship and fixed cement tanks.

Non-woven Airslide Fabric

Polyester staple airslide belt

Polyester filament airslide belt

High temperature nomex needle punched airslide belt

Air Slide Woven Fabric

The new air slide is weaved by the special requirement which is used the cotton yarn and the heat resistant and corrosion-resistant synthetic fiber. This product meets the international standard at the technical performance and quality, The excellent feature is as follows:

1. The clear woven design, flat & smooth surface, table dimension and shape.

2.Good permeability, regular and stable airflow.

3.Heat resistant, wear resistant, and corrosion resistant.
4.Low energy consumption, long service life, low maintenance.

Special hose

Special hose for aeration of bulk powders, This technology is introduced form foreign countries, it is applicable to large-tonnage bulk cement tank trucks and varieties of fixed bulk cement tanks, it has no air cell and is characterized by large capacity, high speed in discharging ash, and high efficiency. It can improve the economic performance of bulk cement tank trucks.

Cotton Sifter Pads

Heading Filter has developed this products according to the advantages of sample products form Bullet company of Switzerland, Simon company of Britain and Oaklim COMPANY OF Italy, the products is unique domestically ,, and its thickness, hardness, and duration habe surpassed that of same products form foreign contries, now more than 1000domedtic flour mills have used this product in their high square screening machines.
New air slide 

New air slide is developed by Heading Filter, which is suitable for conveying flum for cement, alumina and similar powder transportation , also suitable for other pneumatic transportation equipment for other powder and particle, Such as powder bulk tank on train or truck, Tit is used for aerification bed to mix air and feeding material, which is aearform, to improve transporation efficiency. For example, it is used in cement for milling uniformity of cement feeding.
Conveyer apron 

Conveyer apron , Application: Flour mills, Food plants, oil plant, filting and conveyance equipment of grain depots , and cooling conveyance equipment of glass of glass tube plants, width and thickness of this product and be adjusted according to customer’s requirements.

Filter filter bag

Our company have a professional team of designing and filter bag which can manufacture all kinds of frame filter bags, liquid filter bags and dust collector bags.

The operating principle of dust collector bag: the dust collector bag is the core element of the dust catcher. The impulse type of cylindrical dust collector bag is usually suspended vertically in the dust collectors. The dust collector from the opening and pass the guide plate. Than the part of big dust particle is separated by inertia force and fall into the dust hopper. When the dust gas passes the filtering area of dust collector bag, the most dust is isolated on the external surface of the bag and the purified gas flow into the box through the bag, then discharge from the air outlet. The cage is used to prevent the bags the bags to collapse and redistribute the dust cake.

The type of filter bag
The frame filter bag: These products will by the end-used chart and the size.

The liquid filter bags: These products can be customized . The normal model: No.1,2,5 filter bags. The filter fineness:1um,5um,10um,25um.50um,75um,100um,200um.

The dust collector bags: These products include flat filter bag, inward filter bag, oval filter bag(8m), hot melt filter bag, irregularly shaped filter bag, ring-type bag, anti-static filter bag, tectorial membrane filter bag, high-temperature filter bag, glass fiber filter bags.

The interface materials of filter bag: galvanized steel, stainless steel, excellent engineering plastics ring.

The fiber materials of filter bag: the needle felt cloth of polypropylene, polyester , nylon, Teflon and other materials.

The way of seaming: A seam  B ultrasonic hot melting


