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ELECTRIC FORKLIFT TRUCK
(AC SYSTEM)

Has a strong transport capacity.
Reduce the working hours of handling efficiency.

TRIPLE STAGE, FULL FREE LIFT MAST,
-350 COLD STORAGE VERSION, SIDE
SHIFT, SPECIAL ATTACHMENT CLAMPS,
AND EXPLOSION PROTECTION AND
SHAFT TYPE FORGED FORKS ARE
AVAILABLE AS OPTIONS.

Features Advantages

[C)SAVE ELECTRICITY

AC stepless inverter,without carbon brush, easy maintenance.
Save electricity efficiently by 30%.

(D) SPECIFICATION FEATURES

Can be turned in a 3.3 meter wide aisle for model ABF-15/20/25.
Soft solid tyres on 4 wheels.

Free lift 280mm as standard.

Max. Fork lifting height between 2 meters and 6 meters.
Mechanical hand parking brake.

Soft solid tyres on 4 wheels.

[)) STEERING AND CONTROLLER

Full hydraulic power steering.
Hydraulic power brake.

[JJENVIRONMENTAL PROTECTION

Lead-Free PU baked enamel painting.
Use the quiet design.
More than 90% of the parts of the whole car using environmentally friendly recyclable material.
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ITEM ABF-15 ABF-20 ABF-25
Rated Capacity 1500 kg 2000kg 2500 kg
Load Center 500 mm 500 mm 500 mm
Fork (TxWxL) 40x100x1070mm | 45x100x1070mm | 40x100x1070mm SUMMARY LTIFUNCTION
Fork_Adijustable m 200-970mm 200-1020mm 200-1020mm DASHBOARD
L.fum Height a 3000 mm 3000 mm 3000 mm
Free Lift b 280 mm 280mm 280 mm An easily read instrument panel
Fork Tilting Angle (F/R) 6 /12° 6" /12° 6" /127 makes it easy to control.
Overhead Guard c 2090 mm 2080 mm 2090 mm
Turning Radius d 1850 mm 1910 mm 1850 mm
Inverter AC Stepless
ITEM ABF-15 ABF-20 ABF-25
o Loaded 300 mm/s 280 mm/s 210 mm/s
Lifting Speed Empty 550 mm/s 480 mm/s 480 mm/s
. Loaded 545 mm/s 535 mm/s 520 mm/s
Lowering Speed Empty 405 mm/s 405 mm/s 380 mm/s
. Loaded 12 km / h 12km / h 11 km / h
fRarl ey Empty 14 km / h i3 km / h 13 km / h
- Loaded 18% 18% 18%
Gradeability Empty e i .
Weight Loaded 3250 kg 3450 kg 4030 kg
T Eviiity iy X0l AL Industrial battery life of
Rt S i 1790 mm 1980 mm 2010 mm more than five years
Wheel Base i 1280 mm 1400mm 1400mm The tubular powerful traction battery
Drive_motor 1010_mm 1010 mm 1010_mm with high capacity can handle a full
Motor Lift Motor v work shift after 8 hours charge and
(Steering included) S 430 roem St has a 5 years | i fe time when
normally operated and maintained.
ITEM ABF-15 ABF-20 ABF-25
Front 6.50-10 6.50-10 24x7-12
o Rear 500-8 18x7-8 18x7-8
ires No.of tires(F/R) 22 2/2 2/2
Material: Rubber Pneumatic Shaped Soft Solid
Overall Length f 3045 mm 3290 mm 3320 mm
[Overall Width h 1170 mm 1170 mm 1170 mm

MAX. FORK HEIGHT(M)(MM)

MAST TYFE 3000# 3500 4000 4600 S000 5500
Duplex mast telescopic
Min. Mast Height e| 2030 | 2280 | 2530 = = B = - | Microcomputer automatic
Max. Mast Height o| 2965 | %65 | 4965 = = = = — | control charging machine
Duples mast hi-lo Microprocessor charger
Min. Mast Height e| 2030 2280 2530 = = = = = with equalizing function.
Max. Mast Heiaht g| 3965 4465 4965 - = = - =
Free Lift b| 1520 770 2020 = = = = =
Triple stage mast
Min. Mast Height e| ®5 1780 1880 2030 2180 2380 2530 2645
Max. Mast Height g| 3965 4465 4965 5460 5965 6465 6965 7315
Free Lift 5 1095 1260 1430 1595 1760 1930 2090 2120
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A strong body construction with steel

frame(over 6mm / 1/4")and overhead

safeguard ensures the driver's safety.

Paint colors can be customer demand
replacement.

A strong body construction with steel
frame(over 6mm / 1/4")and overhead
safeguard ensures the driver's safety.

DURABLE SOLID TIRE SAFETY

Soft solid tyres are standard. It can last 5
years without any service. Very stable,
with no right or left movement.

ELECIRIC-MOTOR
POWER STEERING(E.P.S.)

Electronically controlled power steering
system allows steering at low speeds,
lightweight, and flexible; steering in the

=

high-speed region, can guarantee to
provide optimal power magnification and
stable steering feel, thereby improving the
steering stability of the high-speed driving. BACK BUZZER
Back buzzer is a standard function.

It also canallows for easy operation in
narrow aisles.

Braking device

A hydraulically activated footoperated
brake guarantees safety. A
mechanical hand brake is for parking use.

LICONE SECURITY uFlERhe
AC drive motor provides high starting

THE ERGONO‘MIC SI
SWITCH
An adjustable and cushioned seat torgue and flexible operation.
provides an easy and comfortable ride
with seat belt and a Safety switch in ’[hIS Thermo protector for motor’ emergency
seat. stop switch, start switch lamp, speed
meter, and hydraulic cut-off switch are
available as options.

A batter y charging system with
microprocessor & timer control
automatically detects battery capacity
and cuts off when battery is fully
charged. This shortens the charging
time and ensures a longer battery life.
This charger can be plugged into
220/380/440 colts outlet(3 phases).





